
Foglio1

sigla prec. nuova sigla
CALDA BN L90 – L10 W45T1 W12A CW2N F20 46F B4H AE6 -- 375 – 375M M47W 20 --

CN L88 – L88 A W95T1 – W125T1 W10A – W9A CW3N F40 – F50 45F B5HS -- -- 36(BPMD) M46W 50B W14F

HBN L86 – L89 CM W145T1 W8A
CW4N – CW5N – 

CW5NR F70 44F – R44F -- AE4 – AER4 145/14 36(DPMR) M45W 70B --
HBNS TJ8J -- -- -- F70S C47W -- -- -- -- -- -- --

HN L85 – RL85 E8W175T1 - W175TR1 W7A – WR7A
CW6N – CW6NR 

CW67N – CW67NR F75 43F B6HS – BR6HS AE3 175/14 35 M44W 75B W20FS
HNS -- -- -- CW6CE F75S C45W -- -- -- -- -- -- --

2 HN L81 – L5 W225T1 W5A CW7N – CW7NR F80 42-5F – 42F B7HS – B8HS AE2 225/14 – 240/14 35M M43W 755 W22FS

FREDDA 3 HN L78 – RL78 W240T1 – W260T1 W4A2 – W4A1
CW8N – CW8NR – 

CW9N F100 41F B9HS AE1 260/14 34S M42W 100 W24FS

Beru Marchal Hitachi Eyquem Nippon Denso

diametro filetto 14mm        -        lunghezza filetto 12,7mm

Tabella di comparazione per candele Piaggio CIAO

CCC Lodge Champion Bosch Marelli K.L.G. A.C. N.G.K. Motorcraft
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